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MD 355 IS ASSUMED TO RUN
IN A NORTH / SOUTH DIRECTION
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INSTALL TRAFFIC SIGNAL HEAD ON SPAN WIRE AS SHOWN.
INSTALL OVERHEAD SIGN ON SPAN WIRE AS SHOWN.
STREET LIGHTING BRACKET ARM WITH 250 WATT HPS LUMINAIRE AND

INSTALL 15 FT.

PHOTOCELL ONTO EXISTING STEEL STRAIN POLE.

24 IN. HEAT APPLIED.,
FOR STOP LINE.

12 IN. HEAT APPLIED,
FOR CROSSWALKS.

INSTALL
MARK ING

INSTALL
MARK ING

INSTALL 1 IN.
DETECTOR WIRE SLEEVE).

WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT

WHITE PERMANENT

LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT.

EXISTING OVERHEAD
/G TO NICHOLSON LANE

PREFORMED THERMOPLASTIC PAVEMENT

8393

(FOR

INSTALL 6 FT. X 30 FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN !4 IN. FLEXIBLE

TUBING

INSTALL 8 IN. CURB AND 12 1
GUTTER SLOPE AND DIMENSIONS

(3—6—3 TURNS)

REMOVE EXISTING MEDIAN AND INSTALL FULL DEPTH PAVEMENT.

PAVEMENT DETAIL THIS SHEET).

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER.

USE EXISTING HANDHOLE.

GEOMETRIC LEGEND
EXISTING MEDIAN

4 TO BE REMOVED
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ELECTRIC CABLES

~f-—— 7 TELEPHONE CABLES

- AERTAL CABLES

- FIBER-OPTIC

USE EXISTING SPAN WIRE.
N. USE EXISTING CONDUIT.

N. GUTTER (CONTRACTOR TO MATCH EXISTING CURB AND
)

(SEE FULL DEPTH

P. REMOVE EXISTING TRAFFIC SIGNAL HEAD FROM EXISTING
SPAN WIRE AS SHOWN (DISCONNECT AND REMOVE UNUSED

TRAFFIC SIGNAL HEAD CABLES FROM SPAN WIRE.,

CONDUITS,

HANDHOLES, SIGNAL STRUCTURES AND CONTROLLER).

Q. ABANDON EXISTING LOOP DETECTORS (DISCONNECT AND
REMOVE UNUSED LOOP DETECTOR CABLES FROM CONDUITS,

HANDHOLES,
R. REMOVE EXISTING PAVEMENT MARKING.

SIGNAL STRUCTURES AND CONTROLLER).

S. REMOVE EXISTING OVERHEAD SIGN FROM EXISTING SPAN

WIRE AS SHOWN.
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EXISTING PAVEMENT MARKINGS
TO BE REMOVED BY MCDPW&T

PROPOSED SIGNALS

127 107

ALL PROPOSED TRAFFIC SIGNALS ARE TO BE
BLACK FACED.

EXISTING SIGNALS
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NOTE :

PHASES ASSCCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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NOTE:

THE SAWCUT WILL BE FULL DEPTH
AND WILL BE INCIDENTAL TO THE
ADJACENT CLASS 2 EXCAVATION

(2) 7" PLAIN CEMENT CONCRETE, MIX NO. 6
(3) 6" GRADED AGGREGATE BASE

FULL DEPTH PAVEMENT
NOT TO SCALE

(TYP.)—_|= - _—(TYP)
=" Fetl—
EX. MEDIAN FULL DEPTH
SAWCUT (TYP.)

(1) 2" HOT MIX ASPHALT SUPERPAVE 12.5 MM FOR SURFACE, PG70-22, LEVEL 3

TO MD 187
PEPCO = EXISTING OVERHEAD
767442 |G TO MD 187
8320

GENERAL NOTES

1. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL
CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL EQUIPMENT CABLE TO THE

APPROPRTIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

3. é%kNBEngSED PAVEMENT MARKINGS SHOWN SHALL BE INSTALLED IN ACCORDANCE WITH MSHA

4. ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH PHOTOCELL.
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SABRA,WANG & ASSOCIATES, INC.
1504 JOH AVENUE
SUITE 160
BALTIMORE, MD 21227
(410) 737-6564
WWW.SABRA-WANG.COM
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